ATTACHMENT NO. 007 CONTRACT NO. AN/ARS-6(V)Spare
Parts

SOLICITATION NO. W15P7T-04-R-C401 NSN. 5821-01-252-5441
5821-01-251-9556

DS7031
PRESERVATION, PACKING AND MARKING INSTRUCTIONS:
PACKAGING REFERENCE
ITEM QUANTITY PROTECT (SPECIFICATION) LEVEL QUANTITY
NO. ION OR OF PER
REQUIRE (SPECIAL PACKAGING INSTRUCTION) PACKING UNIT PACK
D PKG-REF LPK QUP
0006 |UP TO 25 |Milita | SPI# AG00000583 MIN 001
0007 [UP TO 10 |xrv

SUPPLEMENTAL REQUIREMENTS

NO CHANGES IN MATERIALS/PROCEDURES IDENTIFIED IN THE PACKAGING
REFERENCE/PRESCRIPTION ABOVE ARE ALLOWED UNLESS THE FEDERAL OR MILITARY
SPECIFICATIONS HAVE BEEN CANCELED & SUPERSEDED OR REPLACED BY A NON-
GOVERNMENT STANDARD OR COMMERCIAL ITEM DESCRIPTION (I.E. ASTM OR CID)
WHICH HAS BEEN ADOPTED/ACCEPTED BY DOD. IF OTHER THAN THE ABOVE ARE
REQUESTED, THEY MUST BE SUBMITTED FOR REVIEW IN ACCORDANCE WITH THE
PACKAGING WAIVERS OR DEVIATIONS CLAUSE OR THE CONDITIONS FOR
ACCEPTABILITY OF COMMERCIAL PACKAGING CLAUSE (ALTERNATE PACKAGING
CLAUSE) .

MARKING: ALL UNIT PACKS, INTERMEDIATE PACKS, AND EXTERIOR SHIPPING
CONTAINERS SHALL BE LEGIBLY AND DURABLY MARKED IN ACCORDANCE
WITH MIL-STD-129.

WHEN BOX IS CHECKED, THE APPLICABLE "SPECIAL MARKINGS" ARE
REQUIRED IN ACCORDANCE WITH MIL-STD-129.

( ) PROJECT CODE ( ) WARRANTY/GUARANTEE ( ) SHELF LIFE
( X ) BAR CODE. NOTE: BAR CODE MARKING IS MANDATORY UNLESS THE

FOLLOWING BLOCK IS CHECKED: ( ) EXEMPT
( ) FOREIGN MILITARY SALES

AMSEL-AC FORM 5431-2 PREVIOUS EDITIONS OF THIS FORM ARE OBSOLETE
(Rev 20 Apr 99)



SPECIAL PAC AGING INSTRUCT 11 . X Form Approved
OMB No. 0704-0188

1. PART OR DRAWING NO. 2. CODE IDENT 3. SPI NO.
AN/ARS-6 (V) 80063 AG00000583

4. NATIONAL STOCK NO. | 5. DATE ‘ REVISION

7. UB%IIIELSH“QCQ | 8. UNIT PACK WEIGHT | 10. UNIT PACKAgﬁﬁg | 11. UNIT PACK BIZE

001
12. PRESERVATION i i e 18.
i | | _STEPS

a. LEVEL A N/A
NOTE 1
b. LEVEL B APPLICABLE DOCUMENTS
Not applicable
13. CLEANING : PPP-C-1752
MIL-P-116, C-1 MIL-P-116
14. DRYING MIL-C-55442
MIL-P-116 _ MIL-E-55585
15. PACKING! i MIL-STD-129
MS-27683

20.

DESCRIPTION
N/A

19.
REQD
N/A

a. LEVEL A
MIL-E-55585
b. LEVEL B
MIL-E-55585
c. LEVEL C
MIL-E-55585
16. MARKING
Note 2

17. NOTES/DRAWING
1. PRESERVATION. The individual components specified below shall be congolidated within the

shipping container by placing them in their geparate locations within the cushioned cutout.
The cushioning material the cutout is constructed of shall conform to PPP-C-1752 and the

shipping container shall conform to MS-27683.

1.1 Technical literature. Unit pack each submethod IC-1. Place the technical literature on
top of the contents prior to replacing the lid.

1.2 Antenna Group OE-454/ARS-6(V); OE-393/ARS-6 and OE-420/ARS-6.

1.2.1 Cable assemblies. Unit pack each in accordance with MIL-C-55442. Place the two unit
packed cable agsemblies in the appropriate location in the shipping container.

1.2.2 Antenna AS-3984/ARC; Control, Digplay Unit C-11755/ARS-6; Display Unit, Remote
ID-2405/ARS-6; Mounting Kits MK-2683/ARS-6(V) (V1 only) and MK-2684/ARS-6(V) (V2 only);
Mounting Base MT-6678/ARS-6; Receiver-Trangmitter RT-1532/ARS-6; and Switching Group, Audio
SA-2563/ARS-6(V). As applicable, place each item in its respective location within the
cushioned cutout.

1.3 Consolidation. After the items comprising each set have been consolidated within the
shipping container, ensure that the gasket is in place, place the lid on top of the
container, then place the sealing ring around the lid and hand tighten until bottomed out.

2. Marking. Each shipping container ghall be marked in accordance with MIL-STD-129.

3. Changes in material/procedures. No changes in materials/procedures identified in the
packaging reference/prescription above are allowed unless the Federal or Military specifica-
tions have been cancelled and superseded or replaced by a Non-Government standard or
Commercial Item Description (i.e.; ASTM, CID, etc.) which has been adopted/accepted by DoD.
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